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Temporary Seeding Specifications

Seeding Dates Specles Lb. / 1000uqft Per Acre
ot 18 Outs 3 4 bushd
Moreh 1 to Augw Tall Fescue 1 40 b,
Annual Ryegrass 1 40 b
jol Rysgross 1 40 b
';m:owo 1 40 Ib.
Annual Rysgross 1 40 b,
ber 1 R 1 2 bushel
August 16 to Novem Tg . . ! 2 Dus
Annuol Ryegross 1 40 Ib.
Wheat 1 40 b,
Toll Fescus 1 40 Ib.
Annual Ryegrass 1 40 b,
it R 1 40 .
T Fescve T : 40 b,
Annuol Rysgrass 1 40 Ib.
Novernber 1 to Spring Seeding Use muich only, sodding proctices or dormant seeding

Note: other approved seed species may be substituted.

AN\, 2 WORKING DAYS
72S¥ BEFORE YOU DIG &35M
caLL TOLL FRee 800-362-2764

OHID UTILITIES PROTECTION SERVICE
NON-MEMBERS MUST BE CALLED DIRECT

EXISTING UNDERGROUND UTILITIES NOTE:

THE SIZE AND LOCATION, BOTH HORIZONTAL AND VERTICAL

OF THE UNDERGROUND UTIUTIES SHOWN HEREON, HAVE BEEN
OBTAINED BY A SEARCH OF AVAILABLE RECORDS. VERIFICATION
BY FIELD OBSERVATION HAS BEEN CONDUCTED WHERE PRACTICAL.
HOWEVER, POLARIS ENGINEERING & SURVEYING, INC. DOES NOT
GUARANTEE THE COMPLETENESS NOR ACCURACY THEREOF.
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NOTE; Erosion ond Sediment Control Schedule
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—End Of Utlity Connections Shown On

This Plan Represent Existing Laterdl Ingress—Egress
Markers Located In The Field; A lton(o access drive complete with l.l;ldﬂ' lying geo—textile

- Contractor To Verify Location fobric (20 feet wide and 50 feet long) for ingress and egress ot
& Depth Of Laterals; 2:’ :‘ntd.t ltI;dlthl:o.‘llt'l:.tdlod. This drive shall be the only entronce

Contractor Shall Aiso Determine

Depth Of Existing Sanitary Sewer Sit Fence
Al oit fonce shall be nstalled t earthwork activities
Lateral To Verify That Basement o4 0 (b0 Sin 20 Hors moP:n'“m°£7 By k activtios

ier\rllicg‘ For Sanitary Sewer Is along the front of any lot that siopes towords the stroet.
vaflable;
Temporary Seedin
—See Architect Plans For Disturbed: orecs of the site that are to remain idle for more thon
Complete House Dimensions; thirty (30) days sholl be properly sesded ond straw muiched
—Drive Apron To Be 6"Thick within seven (7) days of completion of hnitiol groding.
Concrete With 3 Foot Flares; Temporary seeding ond muiching of a thirty (30) foot strip of
—Sidewalk To Be ODOT-808, the entire front of the iot sholl be maintained on the site once
4"Thick(6"© Driveway) With inftict grading ls complete.

3"Gravel Or Sand Base. Stobliization of criticol areas within fifty (50) fest of ony streom

or wetiond shall be compiste within two (2) days of the
disturbance If the site Is to remain in for longer thon
fourtesn (14) daye.

Mulching

Strow—muich sholl be appiled at

(10) feet of curb, at a width o y of the entire

length of the lot. Wood chips may also be u but must be

spread at a minimum depth of four inches over tholthlrt foot
a

Mwldth ond must be accomponied by a properly installed iit
e,

Maintenonce
Erosion and sediment controls shalt be inspected every seven (7)

days or within 24 hours of o 0.5" or ter rainfall event.
Necessary repairs shall be made at this time,

Note:

All erosion ond sediment control specifications, opplications, and
timetables are bosed on the descriptions ond stondords of The
Ohlo Deportment of Naturol Resources “Rainwoter and Lond

Development Monual® and con be found In the Loke County Erosion
?339 Sediment Control Rules as odopted December 21,

The specified ercsion ond sediment control stondards cre the
general guidelines ond shail not limit the right of the county to
impose, at ony time, additional, more stringent requirements, Nor
shai! the stondords limit the t of the county to

wolve, in writing, individual requirements.

|, THE UNDERSIGNED, HEREBY CERMFY THAT THIS
TOPOGRAPHY, INDICATED BY 6°, 1', OR 2' CONTOURS,
AND ELEVATIONS SHOWN HEREON, REPRESENT AN
ACTUAL FIELD SURVEY MADE BY ME ON THE _4th.

DAY OF _JANUARY , 2005, AND THAT THE ELEVATIONS
WERE TAKEN AT APPROPRIATE INTERVALS AND THAT AS
OF THAT DATE, THEY EXISTED AS INDICATED HEREON.

Gk £

Dustin R. Keeney, P.E.65515

Sfte & Grode Hee. [1-12-05 GS.V.

O l a fl S POLARIS ENGINEERING & SURVEYING, INC.
34600 CHARDON ROAD - SUITE D
Enpmestng & suiveying 4 WILLOUGHBY HILLS, OHIO 44094

(440) 944-4433  (440) 944-3722 (Fax)
www.polaris—es.com

DESIGN CERTIFICATION

THIS PLAN WAS PREPARED BY ME, AND IS CORRECT TO THE BEST
OF MY KNOWLEDGE AND BELIEF.

BENCHMARK:

B.M. = T.B.M Set On _Top Of Hydront
Located In Front Of SA 73
Elevation £99.21

"AS—BUILT” CERTIFICATION

| HEREBY CERTIFY THAT THE CIRCLED INFORMATION IS EXISTING AS

OBTAINED ON THE SITE _______ AND IS CORRECT TO THE BEST OF
MY KNOWLEDGE AND BELIEF.

NAME DATE

R.L. Moore Builders
1360 Madison Avenue
’ ! Painesville, Ohio 44077
Phn. (440)352—-4996
Fax (440)352-2402

| [

CONTRACT No.

SUBLOT 73 05699
Dugan Farms Ph.5  [om_wm

SCALE: HOR, _1"=20'

VERT.______
Perry Village, Lake County, Ohio FILENAME: _Sublot73.dwg

TAB: siteplan

Siormyatar Managemen: M- -
App:s.zd cs chown and/or notny ROOF DRAINS
JAMES R, GILLS, PL. SHALL DISCHARGE
County Drainage Enginzer TO SPLASH BLOCKS.
By ) Date 3/"/%’5 GCB connéer suwr Rouwtf
TO St ColinEcTIon




